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SEAL & FINISH
EQUIPMENT REQUIRED:
Looped end rayon blend mop and bucket with liner.

PROCEDURE
Line bucket with liner and pour in sealer.
Pour only what you plan to use. Use
clean blended rayon mop. Dip into seal
and press out excess-do not use wringer.WET FLOOR

HELPFUL TIPS
■  A liner provides a clean, uncontaminated container for
your coating. They are neat, disposable and also speed
clean up.
■  Never pour unused coatings back into the original
container. They are contaminated and can spoil the
unused coating before you use it.
■  Rayon or blended mops release coatings more easily,
with less foam and preparation. Before use soak in water
and wring out tightly. Mop will absorb less finish and be
easier to wring out. Avoid cotton mops if possible.
■  Wringing causes finish to foam and can possibly leave
bubble marks on the dried finish.

■  Outline a manageable area for the amount of coating
in the mop (usually about 10'x10'). Use medium coats.
Do not "overwork" the area; repeated passes over the
same spot affect the levelling of the coating.
■  Keep 6" away from edges — they get no traffic and
will only become buildup problems when stripping.

■  Allow adequate time for each coat to dry. (See “Give
Your Coatings a Chance”  section.)
■  One coat on edges is adequate to protect the floor.

■  Use a fresh liner and mop for finish to prevent
contamination.

■  Apply medium coats. Too-thin coats can cause
streaks and heavy coats can cure improperly, affecting
later coats.

■  Allow adequate time for each coat to dry. (See “Give
Your Coatings a Chance” section.)
■  Number of coats can vary according to traffic and
maintenance schedule.
■  One coat on edges is adequate to provide even gloss.

Outline area to be sealed, then fill in
using figure eight motion. Stay 6" away
from edges.
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Allow 30 minutes to dry in between seal
coats. Second coat should cover edges.
Allow to dry completely before finishing.

30 MINUTES

WET FLOOR

Line bucket with finish liner and pour in
floor finish. Pour only what you plan to
use. Use clean blended rayon mop. Dip
into finish and press out excess, do not
use wringer.
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Outline area to be finished, then fill in
using figure eight motion. Stay 6" away
from edges.

45 MINUTES Allow 45 minutes between coats. Last
coat should cover edges.

 MATCH YOUR FLOOR PAD TO THE TASK

 Application RPM of Machine Wet or Dry Pad Recommendations Results

Removal of all finish, seal, build-up and
dirt down to the original surface.

Thoroughly clean all dirt and top layer of
finish from soiled floors. Usually done
prior to recoating.
Spray buff solution will lightly clean
when wet and shine when dry. For inter-
im maintenance or in light traffic areas.

Polishing a clean dry floor. Upgrading the
finish appearance after scrubbing or
spray buffing.

Applying heat and friction using ultra
high speed machines to produce a higher
shine and harden the finish or mop-on
restorer.

Black Strip, Brown Strip, High
Productivity for most aggressive
applications

Blue Scrub , Green Scrub
Red for lightly traveled areas

Red Spray Buff
Yellow High Speed

Tan Buff or Red
Red Buff or High Speed for medium
hardness finishes. White Polish for
soft finishes

Tan Buff for hard finishes. Tan
Burnishing or Yellow High Speed
Burnishing

175

175
175

175-300
1000-1500

175-300
300-1200

1200-3000
Propane Machine
1200-3000 Battery or
Electric Machines

Strip Solution/Wet

Cleaner/Wet
Cleaner/Wet

Spray Buff Solution/Wet
Spray Buff Solution/Wet

Dry
Dry

Dry

Dry

 Stripping

 Scrubbing
 Light Cleaning

 Spray Buffing

 Buffing

 Burnishing

Change

dust mop

heads

frequently

and hang

them for

storage

rather than

storing them

standing up.

Replace floor

machine pads

when they

become

loaded. Turn

over pads

frequently

during use

and always

wash them

after use.

Hang them to

speed drying

and maintain

their shape.

Remove pads

and pad

holders

before

storing floor

machine.



MAINTENANCE LOW MAINTENANCE
EQUIPMENT REQUIRED:
Dust mop, scraper, single disk or autoscrubber, burnisher if desired, blue, green, or red pads, high speed pad

Dilute cleaner according to directions.  Scrub with
pad and automatic or single disk machine. Pick up
solution with scrubber or wet vac. Damp mop any
residues with clear water. Allow floor to dry.

■  Use cleaner according to directions to prevent damage to floor
finish.
■  Pick up all residues to avoid resoiling.
■  Use the right pad — see “Match Your Pad to the Task” section.

Optional: If desired, when floor is clean, spray a light
mist of spray buff and buff with 175-1500 rpm
machine to high gloss; or . . .

■  A light mist is adequate to raise gloss and even appearance.
Overuse causes delays or slick floors.
■  Do not overspray on baseboards, etc.
■  Spray only a manageable area directly in front of machine; do
not allow spray buff to dry.

. . . if desired, dry buff with 175-1500 rpm floor
machine.

■  Dry buff in lower traffic areas, or as interim maintenance;
spray buff for maximum appearance.
■  Change and clean buffing pads frequently. Dirty pads are
ineffective and cause drag on buffing machine.
■  Use the right pad — see “Match Your Pad to the Task” section.
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Outline area to be finished, then fill in using figure
eight motion. Stay 6" away from edges.

■ Use a fresh liner for finish to prevent contamination.
■ Outline a manageable area (usually 10' x 10').
■ Never pour unused coating back into container.
■ Use a rayon or blended rayon mop or applicator.
■ Don’t wring—it causes foam in the finish—press out excess.
■ Don’t cover edges; it causes unsightly buildup.

Optional: One hour after application, burnish floor with high
speed machine to enhance appearance. Repeat as needed.

■  Perform this step only if recommended by your representative.
■  This will help harden and beautify your floors.

SCRUB & RECOAT
EQUIPMENT REQUIREMENT:
Auto scrubber, single disc, wet vacuum, blue, green or red pad as needed, looped end cotton mop, looped end rayon blend mop, rolling
bucket with wringer, dust mop and scraper.

Dilute cleaner according to directions. ■ Never overuse cleaner — it is a waste of product and money.

Scrub with blue pad and automatic or single disk
machine.  Pick up solution with scrubber or wet vac.
Damp mop any residues with clear water. Allow
floor to dry.

■ Scrub thoroughly for an even appearance. You only want to
remove the surface layer of finish.
■ Remove all residues from floor; they can interfere with floor
finish appearance and adhesion.

45 MINUTES Allow 45 minutes between coats. Last coat should
cover edges.

■ Allow adequate time for each coat to dry. (See “Give Your
Coatings a Chance” section.)

FREQUENCY:
Always schedule your maintenance. For best results, perform the scrubbing and optional spray buff or dry buff procedures listed below
once per week.
PROCEDURE

Remove gross soils (labels, gum). Dust mop floor
daily.  Divide floor into workable sections. Place wet
floor signs near work areas.

HELPFUL TIPS
■ Gross soils (labels, gum) are easier to remove if done
immediately.
■ Scratching is a common problem that reduces gloss and
floor service life, so dust  mopping to remove gritty soil is very
important.

PROCEDURE
Remove gross soils (labels, gum). Dust mop floor.
Divide floor into workable sections. Place wet floor
caution signs near work areas.

HELPFUL TIPS
■ Gross soils (labels, gum) are easier to remove if done immediately.
■ Close off only areas where you will be working.  Keep traffic
requirements in mind.
■ Always work safely — follow all precautions recommended.



TROUBLESHOOTING GUIDE
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Be sure products, equipment and procedures are suited
to situation, follow scheduled maintenance.

Match pads to coating, use appropriate cleaner, avoid
burnishing in extreme low humidity, restore or spray
buff instead.
Match pad to coating, use appropriate cleaner, follow
scheduled maintenance, turn pads frequently and clean
after each use.
Match pad to coating, follow scheduled maintenance,
turn pads frequently and clean after each use.
Dust mop frequently, match pad to coating, follow sched-
uled maintenance, turn pads frequently and clean after
each use, install walk-off mats at entrances.
Match pad to coating, follow scheduled maintenance,
turn pad frequently.

Match pad to coating, turn pads frequently and clean
after each use.
Match pad to coating, quickly remove spots and spills
before buffing/burnishing, turn pads frequently and clean
after each use. Allow coating to cure.
Use appropriate cleaner, quickly remove spot and spills
before buffing/burnishing, take extra care when spray-
ing polishes, etc. near resilient floors to avoid overspray.
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SOLUTION
■ ■ ■

■

■

Loss of gloss

Powdering when
buffed/burnished

Lack of response
when buffed/
burnished
Scuffing

Scratching

Shiny, but dirty
floor
Swirl marks on floor
when buffed/ burnished

Pad drags when
buffed/burnished

Slippery floors
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KEY
■ =Most likely cause

 =Possible cause

DURING MAINTENANCE
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SOLUTIONPROBLEM

Low gloss

Streaks in finish

Hazy appearance

Poor levelling

Poor adhesion

Long dry time

Mop Drag

Rinse thoroughly after stripping on a warm floor (+50°F), use
clean equipment to apply medium coats (don't try to
“stretch” finish) and allow adequate time between coats.

Remove all factory coatings from new tile, rinse thoroughly
after stripping, use clean equipment and apply medium
coats of finish. Apply in areas with good air flow for proper
drying.

Rinse thoroughly after stripping, use clean equipment, apply
medium coats and allow adequate time between coats.

Strip and rinse thoroughly, apply medium coats of finish and
allow adequate time between coats.

Remove all factory coatings from new tile, strip and rinse
thoroughly, apply on a warm floor (+50°F) using clean
equipment.

Apply medium coats in areas with good air flow on a warm
floor (+50°F). See “Give Your Coatings a Chance” section.

Apply medium coats, allow adequate time between coats in
areas with good air flow and warm floors (+50°F).
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KEY
■ =Most likely cause   =Possible cause

INITIAL APPLICATION
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                NOTE: Most floor finish problems at initial
            application stem from improper preparation
         of the surface or equipment or application that
       ignores recommended procedures, drying times
    and prevailing environmental conditions like
   temperature and humidity.
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